NOTES:
1. JOINT SEALANT IS BUTYL RUBBER MASTIC TYPE SEAL THAT CONFORMS TO LATEST AASHTO SPECIFICATION SS-5-0021(210-A).
2. REINFORCING STEEL DEFORMED BARS CONFORM TO LATEST ASTM SPECIFICATION A615.
3. CONCRETE COMPRESSIVE STRENGTH—4,000 PSI AT 28 DAYS SELF COMPACTING CONCRETE MIX.
4. METHOD OF MANUFACTURE: WET CAST.
5. BASE SECTION IS MONOLITHIC.

WEIGHT CHART

<table>
<thead>
<tr>
<th>PRODUCT</th>
<th>APPROX. WEIGHT</th>
</tr>
</thead>
<tbody>
<tr>
<td>BASE SECTION</td>
<td>9,200 LBS.</td>
</tr>
</tbody>
</table>

PLAN VIEW
(SHOWN W/O GRATE)

PAINTED 1½"x1½"x¾" FRAME & 1½" GRATE BEARING BARS, SHORT DIRECTION BY UCP

UNITED CONCRETE PRODUCTS, Inc.
173 CHURCH STREET
YALESVILLE, CT 06492
TEL: (203)-269-3119
FAX: (203)-265-4941

TYPE D-G PRECAST HEADWALL

CUSTOMER

JOB

LOCATION

SCALE NONE

DATE 10/04/06 SHEET

DRW DH

CHK JLT

SK-1